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SECTION |

Manufacturer's Mame: SYNCO CHEMICAL CORPORATION Emergency Telephone Mumber: 631-567-530d

Address: 24 DaVINCI DRIVE Telephone Mumber for Information; §31-367-5300
BOHEMIA, WY 11716 Date Prepared: January 10, 2001
Signature of Preparer (Optional):
WAL= 1 ™ 1

' OSHA PEL ACGIH TLY Recommended Percentages
i Specilic Chermcal/ldentity; Common Name{s]
SYNTHETIC HYDROCARBOMN CASH GEO3T-01-d T0-Blf
PETROLEUM HYDROCARBOMN CASH BO42-47.-3 10-21%%
ANTI-OXIDANT CASH d1484-35-0 a-2%
FUMED SILICA CASH 6BG1T-44-9 7-1084
THERMAL STABILIZER CASH GRO4E-B0-3 3-5%
POLYTETRAFLUGRETHYLENE CASH DO0Z-R4-0 S-2%
POLYGLYCOL CASH 025322004 1-2%
PROPRIETARY ADIMNTIVES 25 -1%0
ALL INGREDIENTS ARE TSCA LISTED
Boiling Poin NIA Specific Gravity (H20 = 1) 0.87 + 0.02
Vapor Pressure (mm Hg.) NE Melting Polng NiA
¥ i = MNE Evaporation Rate (Buty]l Aceiate = 1) LiE
Solubility in YWater Mot Soluble in Water
Appearance and Odor Transhucent White to Shghtly Yellow, Slight Odor
Flash Point (Methed used) ~428°F (220°C) COC  Flammable Limits: N/A LEL: NE UEL: N/E

Extinguishing Media: Carbon Dioxide, Dy Chersical, Foam
Special Fire Fighting Procedures: Self-contained respiratory protection should be provided for fighting fires in confined

arcas.

Upusual Fire and Explosion Hugards: MNone Known

Post Office Box 405 = 24 DaVinc Crive = Bohamia, Naw York 11716-0405
[631) 5E7-5300 = FAX (631) 567-5359
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SECTION V - REACTIVITY DATA
Stability: Unstable
Stahle: YES Conditions to Avowd: None Known

Incompatibility fmaterials o guridl; May React with strong oxidizimg agents,
Hazardous Decomposition or Byproducts: Buming may produce carbon monoxide.

Hazardous My occur
Polymerization: Will not oecur: YES Conditions to Avaid: Mone Known

SECTION VI - HEALTH HAZARD DATA
Route(s) of Entry: INHALATION? SKIN? YES______ INGESTION? YES

Health Hazards Cdcute and Chronicl; Mo Evidence of adverse effect from available information on swallpwing, SEIN
ABSORBTION and INHALATION: May cause slight imitation in contact with skin and eyes,

Carcinogenigity: NTP? [ARC MONOGRAPHS?  OSHA REGULATIONS?
Mot Listed Mot Listed MWet Lisbed

Signs and Symptoms of Exposure: Contact with Eve may result i shight imiztion, Prolonged or repeated skin contact may

cause mild irritation.
Meddical Conditions Generally Aggravated by Exposure; NE
Emergeney and First Ajd Procedures: SKIN; Remove by wiping and wash with soap and water. EYES: Wash with

copious amounts of waler.
Steps to be Taken in Case Material is Released or Spilled: Spills should be absorbed or scraped up.
Wasie Disposal Method; Use method outlined in local EPA and Governmental Begulations. Contact your local EPA office.

Precautions (o be Taken in Handling and Storage: Good manufacturing practices should be followed in handling and

slorage,
Oiher Precautions; Surface subject to spills with this product can become shippery,
SECTION VI - CONTROL MEASURES

Respiratory Protection (Specifi Typel: Mone Required

Ventilation Local Exhaust: A Special: N/A
Mechanical (Gemerall BA Other:  N/A
Protective Gloves: Mone under Mormal Lse Exe Protection: MNone under Mormal Use

Other Protective Clothing or Equipment: None under Normal Lse
Work Hygienic Praclices: Normal Precantions comisoa to goosd manufactunng practices shoald be followed,
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HMIS CODES
FIRE:

HEALTH:
REACTANCE:!
OTHER:
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